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* KDY3 hauptsächlich nur für Straßeneinsatz
* KDY3 for mainly on road application only

K 222

K 222

KDA2e
K 203

KDA2e
K 203

K 222 K 222K 204 K 204

K 204

KDR K 729
K 202

KDA2e
K 203

K 222 K 224

60er Serie
Series

K 73 K 74 K 203 K 73 K 74 K 203 K 73 K 74 K 203

Auflieger
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KRAIBURG Patterns 2011/2012 – easy to read 
coloured layout gives a perfect overview!

– The Pattern Programme 2011/2012 provides 
instant information about the availability of the
individual product line.

– The coloured layout system allows a direct link.

– The pattern shown in the example is available 
in the K_plus line (KDE 2) and in the K_base line
(K 54).

– All listed widths and lengths are available for 
the K_base version (K 54), the articles highlighted 
in colour are always the scope of delivery of the
K_plus (KDE 2) version.

We power your retreads!

K_base K_tech K_plus

KRAIBURG 
Allround-Linie

für die klassischen
Einsatzbereiche:

Verteilerverkehr
Straße / Baustelle
Off Road

KRAIBURG 
Allround- 
Line

for various 
applications:

Regional Traffic
Mixed Application
Off Road

KRAIBURG 
Technologie-Linie 

für die kritischen 
Einsatzbereiche:

Trailer
Serie 60
Winter

KRAIBURG 
Technology- 
Line 

for critical
applications:

Trailer
Series 60
Winter

KRAIBURG 
Dauerläufer Premium-Linie 

für die straßengebundenen
Einsatzbereiche:

Fernverkehr
Verteilerverkehr
Stadtverkehr

KRAIBURG 
High Performance
Premium-Line

for on-road
applications:

Long Distance
Regional Traffic
Urban Traffic

KRAIBURG Profile 2011/2012 – mehr Übersicht, 
mehr Details!

–  Unsere aktuelle Profilübersicht 2011/2012 zeigt 
auf einen Blick die Verfügbarkeit der einzelnen
Produktlinien. 

– Die farbliche Kennzeichnung erlaubt eine direkte
und schnelle Zuordnung der Profile.

– Das Beispiel zeigt das Profil in der K_plus-Linie
(KDE 2) und in der K_base-Linie (K 54).

– Alle angegebenen Breiten und Ablängemaße 
sind für die K_base Variante (K 54) lieferbar.
Die farblich unterlegten Artikel stellen immer den
Lieferumfang der K_plus-Variante (KDE 2) dar.

The specialists for the extreme –
we move the earth!

Kalt-Erneuerung

– Belegen verschiedener Reifendimensionen mit 
vorvulkanisierten Segmenten und Laufstreifen und 
der anschließenden Vulkanisation im Autoklav

– KRAIBURG EM-Segmente und Laufstreifen sind in 
verschiedenen Profildesigns und Reifendimensionen
erhältlich

Heiß-Erneuerung

– Belegung der vorbehandelten Reifen mit einer 
unvulkanisierten Laufflächenmischung

– anschließende Formgebung und Vulkanisation in der
Heizpresse

Smooth & Groove-Erneuerung

– vollflächige Belegung der vorbehandelten Reifen mit
einer unvulkanisierten Mischung

– Ausschneiden des benötigten Profilnegativs auf
Schneidemaschinen und anschließende Vulkanisation
im Autoklav

Außenhüllen für die EM-Runderneuerung:

– Verfügbar in allen Größen von 25“ bis 63“ Felgen-
durchmesser

– Spezielle Gummimischung (längere Lebensdauer)
– Plattenstärke nur 2,5 mm (leichtere Handhabung)

Precure Retreading

– building of different tyre dimensions with 
various tread segments before curing in an 
autoclave

– KRAIBURG EM segments are available 
in a variety of tread designs and different 
tyre sizes

Hotcure Retreading

– building the tyre with uncured tread compounds 
after buffing

– the corresponding pattern is subsequently created 
during vulcanisation in the heating mould

Smooth & Groove Retreading

– building the tyre with uncured tread compounds 
after buffing

– cutting of the required pattern negative with a 
special knife before vulcanisation in the autoclave

Outer Envelopes for OTR-Retreading:

– Available for all sizes from 25” to 63” rim diameter
– Special rubber compound (higher durability)
– Sheet thickness 2,5 mm (easier handling)

AIS Einsatzempfehlungen
AIS Application Information System

* KDY3 hauptsächlich nur für Straßeneinsatz  
* KDY3 for mainly on road application only


